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6 SUTHONG  MACHINERY  CO., LTD.

LASER CUTTING HEAD
Auto Focus
Applicable to multiple focal lengths, automatically adjusts focal

Free Your Hands

Simple and Fast

head can automatically read system storage parameters,

Accurate
By setting perforation focal length and cutting focal length

LASER POWER WORKING AREA(LxW) STROKE(X/Y/Z AXIS) X/Y AXIS REPOSITIONING
ACCURACY

1000W-4000W 3000x1500mm 1500mm/3050mm/100mm

LASER POWER WORKING AREA(LxW) STROKE(X/Y/Z AXIS) X/Y AXIS REPOSITIONING
ACCURACY

1000W-3000W 3000x1500mm

HDE Series Full Cover
& Shuttle Table Laser
Cutting Machine

KE SERIES

HDE SERIES

Feature/Model
V Series G Series K SERIES

V35X V35XL V38XL V50XL-U G22 G22X K12 K12X

1000W x 3000W 1000W - 3000W

10-150mm 10-150mm 10-85mm 10-85mm

50-350mm

- - - -

- - - -

- - - -

10000mm

80r/min 80r/min 50r/min 40r/min 100r/min 100r/min 140r/min

350mm 350mm 350mm 0 130mm 130mm 130mm 130mm

Withhout Feeding abd 30000x5000 8910x1550

Machine Weight Without

Tube Laser Cutting Machine

K SERIES

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS



7SUTHONG  MACHINERY  CO., LTD.

Laser Cutting Machine

HBDE Series Blue

HBDE Series Red

Feature/Model
BE SERIES HBDE Series Blue HBDE Series Red

1000W-4000W 1000W-15000W 1000W-15000W 1000W-15000W 1000W-15000W

3000x1500mm 3000x1500mm 3000x1500mm

/300mm /300mm /300mm /300mm

100m/min 100m/min 100m/min 100m/min 100m/min 100m/min 100m/min 100m/min 100m/min 100m/min

8300x4000 9850x4000 9850x4000

Machine Weight

MACHINE SPECIFICATIONS



7SUTHONG  MACHINERY  CO., LTD.

Laser Cutting Machine

HBDE Series Blue

HBDE Series Red

Feature/Model
BE SERIES HBDE Series Blue HBDE Series Red

1000W-4000W 1000W-15000W 1000W-15000W 1000W-15000W 1000W-15000W

3000x1500mm 3000x1500mm 3000x1500mm

/300mm /300mm /300mm /300mm

100m/min 100m/min 100m/min 100m/min 100m/min 100m/min 100m/min 100m/min 100m/min 100m/min

8300x4000 9850x4000 9850x4000

Machine Weight

MACHINE SPECIFICATIONS

8 SUTHONG  MACHINERY  CO., LTD.

Swiss Type CNC Auto Lathe
SIMPLICITY Precision-
Speed
DURABILITY Stability

SIMPLICITY Precision-
Speed
DURABILITY Stability

DIAMOND 12/12CS/16/16CS

DIAMOND 20/ 20B / 20CS / 20CSB

slide  drilling/milling/
tapping

tools : front eccentric
drilling/tapping

Items DIAMOND 12 DIAMOND 12CS DIAMOND 16 DIAMOND 16CS DIAMOND 20 DIAMOND 20B DIAMOND 20CS DIAMOND 20CSB

145 mm 145 mm 145 mm 145 mm

Ø10 mm Ø10 mm 14 mm 14 mm 14 mm 14 mm
M8 M8 M10 M10 M10 M10

10×10×100 10×10×100 10×10×100 10×10×100
4 4 4 4 4 4 4 4

- 4 - 4 - -
- - - -
- - - -
- 3 - 3 - - 3 3
- - - -
- - - -

- - 4 4
- -
- - - 3
- - -
- - -

- -
- -

- 80 mm - 80 mm

18 M 18 M 18 M 18 M
Ø13 mm Ø13 mm

- -

X1, Y1, Z1 axes 30 M 30 M 30 M 30 M

Motors

- -
X1, Y1, Z1 Axis Motor

- -

4 w 4 w 4 w 4 w 4 w 4 w 4 w 4 w
- -

- -

Machine
1050 mm 1050 mm 1050 mm 1050 mm

Weight

mm mm mm mm mm mm mm mm

MACHINE SPECIFICATIONS



9SUTHONG  MACHINERY  CO., LTD.

Items DIAMOND 32 DIAMOND 32B DIAMOND 32CS DIAMOND 32CSB
Ø33 mm Ø33 mm Ø33 mm Ø33 mm

5 5

4 4 4 4

- -
- -
- -
- - 3 3
- -
- -
- 4 - 4
- -
- - - 3
- - -
- - -

- Ø33 mm - Ø33 mm

- -

- 80 mm - 80 mm

18 M 18 M 18 M 18 M

Motors

- -
X1, Y1 ,Z1 Axis 
Motor

- -

4 w 4 w 4 w 4 w
- -

Machine Weight

Items DIAMOND DIAMOND DIAMOND DIAMOND DIAMOND DIAMOND DIAMOND DIAMOND

Ø10 mm Ø10 mm Ø10 mm Ø10 mm Ø10 mm Ø10 mm

M8 M8 M8 M8 M8 M8

4 4 4 4 4 4 4 4

- - - -
- - - -
- - - -
- 3 - 3 - 3 - 3
- - - -
- - - -

4×4 4×4 4×4 4×4 4×4 4×4 4×4 4×4

- 3 - 3 - 3 - 3
- - - -
- 4 - 4 - 4 - 4
- - - -
- - - -

Ø13 mm Ø13 mm Ø30 mm Ø30 mm

Ø13 mm Ø13 mm Ø30 mm Ø30 mm

50 mm 50 mm 50 mm 50 mm 50 mm 50 mm 50 mm 50 mm

30 m/min

Motors
4 w 4 w 4 w 4 w 4 w 4 w 4 w 4 w

- - - -
- - - -
- - - -

890 mm 890 mm 890 mm 890 mm 890 mm 890 mm 890 mm

DIAMOND 32 / 32B / 32CS / 32CSB

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS



9SUTHONG  MACHINERY  CO., LTD.

Items DIAMOND 32 DIAMOND 32B DIAMOND 32CS DIAMOND 32CSB
Ø33 mm Ø33 mm Ø33 mm Ø33 mm

5 5

4 4 4 4

- -
- -
- -
- - 3 3
- -
- -
- 4 - 4
- -
- - - 3
- - -
- - -

- Ø33 mm - Ø33 mm

- -

- 80 mm - 80 mm

18 M 18 M 18 M 18 M

Motors

- -
X1, Y1 ,Z1 Axis 
Motor

- -

4 w 4 w 4 w 4 w
- -

Machine Weight

Items DIAMOND DIAMOND DIAMOND DIAMOND DIAMOND DIAMOND DIAMOND DIAMOND

Ø10 mm Ø10 mm Ø10 mm Ø10 mm Ø10 mm Ø10 mm

M8 M8 M8 M8 M8 M8

4 4 4 4 4 4 4 4

- - - -
- - - -
- - - -
- 3 - 3 - 3 - 3
- - - -
- - - -

4×4 4×4 4×4 4×4 4×4 4×4 4×4 4×4

- 3 - 3 - 3 - 3
- - - -
- 4 - 4 - 4 - 4
- - - -
- - - -

Ø13 mm Ø13 mm Ø30 mm Ø30 mm

Ø13 mm Ø13 mm Ø30 mm Ø30 mm

50 mm 50 mm 50 mm 50 mm 50 mm 50 mm 50 mm 50 mm

30 m/min

Motors
4 w 4 w 4 w 4 w 4 w 4 w 4 w 4 w

- - - -
- - - -
- - - -

890 mm 890 mm 890 mm 890 mm 890 mm 890 mm 890 mm

DIAMOND 32 / 32B / 32CS / 32CSB

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS

10 SUTHONG  MACHINERY  CO., LTD.

DIAMOND 12B III / 12CSB III
16B III / 16CSB III / 20B III / 20CSB III

Swiss Type CNC Auto Lathe
SIMPLICITY-Precision-Speed
DURABILITY-Stability

DIAMOND
CSL 25/32/42

drill /mill tool holes will
help you to do drilling,
milling and tapping on

simultaneously
spindle will be helpful

WATCH VDO

Items
DIAMOND

25 CSL
DIAMOND

32 CSL
DIAMOND 

42 CSL

5

3 3

4 4 4

3 3 3
8 8 8

3 3 3

Ø33mm

Ø33mm

18 or 30 m/min 18 or 30 m/min 18 or 30 m/min
18 or 30 m/min 18 or 30 m/min 18 or 30 m/min

Motors

Machine Weight
3030x1810x

1980 mm
3030x1810x1

980 mm
3030x1810x

1980 mm

Air

Items DIAMOND
12 CSB III-S

DIAMOND
16 CSB III-S

DIAMOND
20 CSB III-S

DIAMOND
25 CSB III-S

Ø10 mm Ø10 mm Ø10 mm

M8 M8 M8

4 4 4 4

3 3 3 3

4 + 4 4 + 4 4 + 4 4 + 4

3 3 3 3

4 4 4 4

ø13 mm

Main spindle indexing angle

ø13 mm

50 mm 50 mm 50 mm 50 mm

30 m / min 30 m / min 30 m / min 30 m / min

Motors
4 W 4 W 4 W 4 W

replaced toolholder set

Machine

890 mm 890 mm 890 mm 890 mm
Weight

Machine dimension

Air pressure
Air supply

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS



11SUTHONG  MACHINERY  CO., LTD.

Items
DIAMOND CSL 12-2 Y DIAMOND CSL 16-2 Y

Y1 Y2 Y1 Y2

143 mm 143 mm
Ø10 mm

M8
4 4

10x10x100 10x10x100 10x10x100 10x10x100
5 5 5 5

5 5

Ø13 mm

Ø13 mm

Ø10 mm
M8

A Axis 30 m/min 30 m/min
X1, Z1 Axis 30 m/min 30 m/min
Y1 Axis 30 m/min 30 m/min

30 m/min 30 m/min

Motor B Axis

Machine
1050 mm 1050 mm

Weight

mm mm

Items
DIAMOND CSL426-2 Y

Y1 (System 1) Y2 (System 2)

Ø30 mm Ø30 mm

5

4

Ø30 mm

A axis 30m/min 30m/min
X1, Z1, Y1 axes 30m/min

30m/min
A axis
X1 axis 45 mm
Z1 axis 300 mm
Y1 axis

130 mm
480 mm
185 mm

Motors

Machine
Weight

3000x1800x1980 mm

Air

MACHINE SPECIFICATIONS

MULTI-25 / 25SMULTI-25 / 25S

CNC Lathe
Muti-Spindle CNC Lathe Items MULTI 25 MULTI 25-S

Bar diameter x 3 Bar diameter x 3

150 mm 150 mm
34 mm 34 mm

15 m/min 15 m/min

3 pc

MACHINE SPECIFICATIONS



11SUTHONG  MACHINERY  CO., LTD.

Items
DIAMOND CSL 12-2 Y DIAMOND CSL 16-2 Y

Y1 Y2 Y1 Y2

143 mm 143 mm
Ø10 mm

M8
4 4

10x10x100 10x10x100 10x10x100 10x10x100
5 5 5 5

5 5

Ø13 mm

Ø13 mm

Ø10 mm
M8

A Axis 30 m/min 30 m/min
X1, Z1 Axis 30 m/min 30 m/min
Y1 Axis 30 m/min 30 m/min

30 m/min 30 m/min

Motor B Axis

Machine
1050 mm 1050 mm

Weight

mm mm

Items
DIAMOND CSL426-2 Y

Y1 (System 1) Y2 (System 2)

Ø30 mm Ø30 mm

5

4

Ø30 mm

A axis 30m/min 30m/min
X1, Z1, Y1 axes 30m/min

30m/min
A axis
X1 axis 45 mm
Z1 axis 300 mm
Y1 axis

130 mm
480 mm
185 mm

Motors

Machine
Weight

3000x1800x1980 mm

Air

MACHINE SPECIFICATIONS

MULTI-25 / 25S

CNC Lathe
Muti-Spindle CNC Lathe Items MULTI 25 MULTI 25-S

Bar diameter x 3 Bar diameter x 3

150 mm 150 mm
34 mm 34 mm

15 m/min 15 m/min

3 pc

MACHINE SPECIFICATIONS

12 SUTHONG  MACHINERY  CO., LTD.

CNC Lathe
T-plus Series

T-plus 42/52/60

Items Single Spindle Double Spindel with power Turret Doule Spindle with Servo Turret
T-PLUS 42 T-PLUS 52 T-PLUS 60 T-PLUS 42 T-PLUS 52 T-PLUS 60 T-PLUS 42 T-PLUS 52 T-PLUS 60
Ø130 mm Ø300 mm Ø350 mm Ø130 mm Ø300 mm Ø350 mm Ø130 mm Ø300 mm Ø350 mm

400 mm 400 mm 400 mm

350 mm 350 mm 350 mm 350 mm 350 mm 350 mm 350 mm 350 mm 350 mm

480 mm 480 mm 480 mm
450 mm 450 mm

Bore of spindle 55 mm 88 mm 55 mm 88 mm 55 mm 88 mm

Z axis motor

Z,X,A axes motor

100-4000 rpm 100-3500, 100-3000 100-4000 rpm 100-3500, 100-3000 100-4000 rpm 100-3500, 100-3000

340x189x184 cm 340x189x184 cm 340x189x184 cm 340x189x184 cm 340x189x184 cm 340x189x184 cm

Weight

Items PLG-42Y PLG-52Y PLG-60Y

Bar diameter x 3 Bar diameter x 3 Bar diameter x 3

X Axis 190 mm 190 mm 190 mm
Z Axis 300 mm 300 mm 300 mm
Y Axis 300 mm 300 mm 300 mm

55 mm 85 mm

Z, Y Axis Motor
X Axis Motor

5 5

4 4 4

M10 M10 M10
4 4 4

M10 M10 M10

Weight

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS

PLG-42Y

CNC Lathe With Y Axis
PLG  Series
A CNC Lathe Without Power Turret
But Function Supper Then Power  Turret

3 channel synchronous
tool holder can setting

3 channel synchronous
tool holder can

pindle mounting



13SUTHONG  MACHINERY  CO., LTD.

accessory to increase

MINI-88

Super Compact CNC With Y Axis

Y axis design to mount
tool holder instead of

spindle mounting

MINI-88Y
(With Y Axis)

Items MINI-88 MINI-88-20

100 mm

34 mm

Ø85 mm -

-

15 m/min 15 m/min

1100 x 1000 x 1500 mm

Items MINI-88Y

Bar diameter x 3
X Axis
Z Axis 150 mm
Y Axis 148 mm

34 mm

Ø85 mm

X, Z, Y Axis Motor

4

M8
4

Ø10 mm
M8
4

Ø10 mm
M8

Weight

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS



13SUTHONG  MACHINERY  CO., LTD.

accessory to increase

MINI-88

Super Compact CNC With Y Axis

Y axis design to mount
tool holder instead of

spindle mounting

MINI-88Y
(With Y Axis)

Items MINI-88 MINI-88-20

100 mm

34 mm

Ø85 mm -

-

15 m/min 15 m/min

1100 x 1000 x 1500 mm

Items MINI-88Y

Bar diameter x 3
X Axis
Z Axis 150 mm
Y Axis 148 mm

34 mm

Ø85 mm

X, Z, Y Axis Motor

4

M8
4

Ø10 mm
M8
4

Ø10 mm
M8

Weight

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS

14 SUTHONG  MACHINERY  CO., LTD.

WATCH VDO

CNC Lathe Machine

YLM-6 YLM-8A

YLM-6 / 8A Series

YLM-8B / 10A Series

YLM-8B YLM-10A



15SUTHONG  MACHINERY  CO., LTD.

HIGH PRECISION BALL SCREW & LINEAR GUIDEHIGH SPEED SERVO TURRET

RUGGED & STABLE BASERIGID & PRECISE SPINDLE

FEATURE

ITEMS SPECIFICATION YLM-6 YLM-8A YLM-8B YLM-10A

Max turning length

X axis
Z axis

4500 rpm 4500 rpm 3500 rpm

mm/inch mm/inch

Feedrate X/Z axis rapid feedrate

Axis motor

Motor

YLM-8A YLM-10A

YLM-8A

MACHINE SPECIFICATIONS

16 SUTHONG  MACHINERY  CO., LTD.

R5140

CNC Drilling & Tapping Center

MACHINE SPECIFICATION UNIT R4530 R5030 R5140 R5630
mm

mm 450x300x300 500x300x300
mm

Mitsubishi
Fanuc

Mitsubishi
Fanuc

Mitsubishi
Fanuc

Mitsubishi
Fanuc

rpm 10000 10000 8000 10000
m/min

3 3 3 3
mm
sec

3500
Floor space mm

R4530 / R5630

R5030

COOLANT THROUGH SPINDLE

HIGH RIGIDITY

manufactured from high rigidity
cast iron, the machine structure

CONTROLLER SPECIFICATIONS Mitsubishi FANUC
5 4
4 4
3 3

54 54

400 400
Manual guide 0i

Monitor
Multi-language display

machining control mode

Memory card input / output

MACHINE SPECIFICATIONS



16 SUTHONG  MACHINERY  CO., LTD.

R5140

CNC Drilling & Tapping Center

MACHINE SPECIFICATION UNIT R4530 R5030 R5140 R5630
mm

mm 450x300x300 500x300x300
mm

Mitsubishi
Fanuc

Mitsubishi
Fanuc

Mitsubishi
Fanuc

Mitsubishi
Fanuc

rpm 10000 10000 8000 10000
m/min

3 3 3 3
mm
sec

3500
Floor space mm

R4530 / R5630

R5030

COOLANT THROUGH SPINDLE

HIGH RIGIDITY

manufactured from high rigidity
cast iron, the machine structure

CONTROLLER SPECIFICATIONS Mitsubishi FANUC
5 4
4 4
3 3

54 54

400 400
Manual guide 0i

Monitor
Multi-language display

machining control mode

Memory card input / output

MACHINE SPECIFICATIONS



17SUTHONG  MACHINERY  CO., LTD.

HIGH SPEED HIGH EFFICIENCY MACHINERY

MACHINE SPECIFICATION UNIT R6030 R600 R6040 R12030 R12040
mm 1300 x 530 1300 x 530

400 400
mm
mm

Mitsubishi
Fanuc

Mitsubishi
Fanuc

Mitsubishi
Fanuc

Mitsubishi
Fanuc

rpm 10000 8000 8000 10000 8000
m/min 48 / 48 / 48 48 / 48 / 48 48 / 48 / 48

14 14 14
3 3 3 3 3

mm
sec

3100 3550 3550 4500
Floor space mm

R12030 / R12040

CONTROLLER SPECIFICATIONS Mitsubishi FANUC

5 4

4 4

3 3

54 54

400 400

Manual 
guide 0i

Monitor

Multi-language display

machining control mode

Memory card input / output

R6030 / R6040
R12030 / R12040

MACHINE SPECIFICATIONS



18 SUTHONG  MACHINERY  CO., LTD.

SPINDLE SPEED

NUMBER OF TOOLS

RAPID TRAVERSE

RIGID TAPPING

POSITIONING ACCURACY

REPEATABILITY ACCURACY

SPINDLE SPEED (STD)

SPINDLE SPEED (OP)

NUMBER OF TOOLS

RAPID TRAVERSE

TRANSMISSION SYSTEMTHE FASTEST SPINDLE ACCELERATION

CNC Production Center
A new generation of drilling & Tapping Center

A new generation of drilling & Tapping Center

A7040

A6030 / A6040

RIGID TAPPING

POSITIONING ACCURACY

REPEATABILITY ACCURACY

R12030 / R12040



19SUTHONG  MACHINERY  CO., LTD.

COOLANT THROUGH SPINDLE

CONTROLLER SPECIFICATIONS

CONTROLLER SPECIFICATIONS

MACHINE SPECIFICATION UNIT A6030 A6040 A7030 A7040
mm 800 x 430 800 x 430

mm
mm

Mitsubishi

Mitsubishi

Mitsubishi

Mitsubishi

rpm 10000 8000 10000 8000
m/min 48 / 48 / 48 48 / 48 / 48

4 5 4 5
mm
sec

3810 3980
Floor space mm

CONTROLLER SPECIFICATIONS O : Standard OP : Option
MITSUBISHI FANUC

5 4
4 4
3 3

54 54

400
Manual guide 0i

Monitor
Multi-language display

Memory card input / output

CONTROLLER SPECIFICATIONS O : Standard OP : Option
MITSUBISHI FANUC

5 4
4 4
3 3

54 54

400 400
Manual guide 0i

Monitor
Multi-language display

machining control mode

Memory card input / output

MACHINE SPECIFICATION UNIT A12030 A12040
mm 1300 x 530 1300 x 530

400 400
mm
mm

Mitsubishi
Fanuc
Mitsubishi
Fanuc
Mitsubishi
Fanuc
Mitsubishi
Fanuc

rpm 10000 8000
m/min 48/48/48 48/48/48

4 5
mm
sec

Floor space mm

WATCH VDO

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS

20 SUTHONG  MACHINERY  CO., LTD.

RIGID TAPPING

POSITIONING ACCURACY

REPEATABILITY ACCURACY

BT30 BT40

S3030

S6040

DIRECT DRIVE SPINDLE

CNC Production Center
(Double Work Stations)
A new generation of drilling
& Tapping Center

MACHINE SPECIFICATION UNIT S3030 S500 S6040
mm

100
mm 500 x 400 x 350
mm

Mitsubishi
Fanuc

Mitsubishi
Fanuc

Mitsubishi
Fanuc

Mitsubishi
Fanuc

rpm 10000 10000 8000
m/min 48 / 48 / 48

3 3 5
mm
sec
sec 3 5

3350
Floor space mm

S500

FULL-TRAVEL COLUMN
STRUCTURE AND UNIQUE ATC

CONTROLLER SPECIFICATIONS

CONTROLLER SPECIFICATIONS
O : Standard    OP : Option

MITSUBISHI FANUC SIEMENS
5 4 4
4 4 4
3 3 3

3M
54 54 100

300
400 400

Manual
guide 0i

Monitor
Multi-language display

ethernet

machining control mode

Memory card input / output

T-SLOT S3030 S500 S6040
T-SLOT 3 pcs 4 pcs 4 pcs

A 800 1100 1400
B 315 415
C 400
D 1000
E 45 50 55
F 80 100
G 180
H 300 350
I Ø50 Ø50
J 300 500
K 400 400

+0

+0

MACHINE SPECIFICATIONS



20 SUTHONG  MACHINERY  CO., LTD.

RIGID TAPPING

POSITIONING ACCURACY

REPEATABILITY ACCURACY

BT30 BT40

S3030

S6040

DIRECT DRIVE SPINDLE

CNC Production Center
(Double Work Stations)
A new generation of drilling
& Tapping Center

MACHINE SPECIFICATION UNIT S3030 S500 S6040
mm

100
mm 500 x 400 x 350
mm

Mitsubishi
Fanuc

Mitsubishi
Fanuc

Mitsubishi
Fanuc

Mitsubishi
Fanuc

rpm 10000 10000 8000
m/min 48 / 48 / 48

3 3 5
mm
sec
sec 3 5

3350
Floor space mm

S500

FULL-TRAVEL COLUMN
STRUCTURE AND UNIQUE ATC

S500

CONTROLLER SPECIFICATIONS

CONTROLLER SPECIFICATIONS
O : Standard    OP : Option

MITSUBISHI FANUC SIEMENS
5 4 4
4 4 4
3 3 3

3M
54 54 100

300
400 400

Manual
guide 0i

Monitor
Multi-language display

ethernet

machining control mode

Memory card input / output

T-SLOT S3030 S500 S6040
T-SLOT 3 pcs 4 pcs 4 pcs

A 800 1100 1400
B 315 415
C 400
D 1000
E 45 50 55
F 80 100
G 180
H 300 350
I Ø50 Ø50
J 300 500
K 400 400

+0

+0

MACHINE SPECIFICATIONS
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E20030

FULL-TRAVEL COLUMN
STRUCTURE AND UNIQUE ATC

CNC Tapping / Machining Center

MACHINE SPECIFICATIONS UNIT E20030
mm

800
mm
mm

Mitsubishi
Fanuc

Mitsubishi
Fanuc

Mitsubishi
Fanuc

Mitsubishi
Fanuc

rpm 10000
m/min

pcs
3

mm

mm
Floor space mm

MACHINE SPECIFICATIONS
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H4030

H4040P

with roller guide ways

to strengthen spindle
machining performance

box is easy for
operators operating

change system

MACHINE SPECIFICATION UNIT HD403-5X H4030 H4040 H4040P HM4040 HM4040P
mm 400 x 400 400 x 400 400 x 400

30 300 400 400
mm Ø480 x 540 Ø480 x 540

Min indexing precision of table deg
sec 10 10
sec 4
deg
sec 30

A axis repeatability accuracy sec 8
rpm
sec 4 4 4 4 4

mm 400 / 450 / 380 400 / 450 / 380 500 x 450 x 450
m/min 48 / 48 / 48 48 / 48 / 48 48 / 48 / 48 48 / 48 / 48
m/min

3 axes bidirectional accuracy of positioning mm
3 axes bidirectional repeatability of positioning mm

rpm 10000 8000 8000 10000 10000

mm
mm 110-490

Mitsubishi 15 / 11 15 / 11
Fanuc 15 / 11 15 / 11

Mitsubishi
Fanuc

Mitsubishi
Fanuc

Mitsubishi
Fanuc

Mitsubishi
Fanuc

48
B axis speed rpm

tools 30+1 30+1 40+1

4 4 5 5
mm 300 300
mm
sec

Arm type
380 380

W
l/min

W 930
l/min

Flushing type

3850 8150 10300
Floor space mm

CONTROLLER SPECIFICATION O : Standard  OP : Option
Mitsubishi Fanuc Siemens

4 4 4
4 4 4

5 M
54 54 100

300
400 400

programming
Manual

Monitor
Multi-language display

machining control mode

Memory card input / output

CONTROLLER SPECIFICATION 

H4040P

Horizontal CNC Tapping Center

MACHINE SPECIFICATIONS
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5-AXIS CNC TAPPING CENTER

Unit A5X403 A5X404 A5MT170
mm

50

mm
degree

sec 15 15
sec 4

degree ±110
sec 45

A axis repeatabillty accuracy sec 8 8
rpm
mm 400 x 500 x 400 400 × 500 × 450 400 x 500 x 400

m/min 48 / 48 / 48 48 / 48 / 48 48 / 48 / 48
3 axes bidirectional accuracy of positioning mm
3 axes bidirectional repeatability of positioning mm

rpm 10000 8000

mm
mm

Mitsubishi
Fanuc
Mitsubishi
Fanuc
Mitsubishi
Fanuc
Mitsubishi
Fanuc
Mitsubishi
Fanuc
Mitsubishi 14Fanuc

4 5 8
mm
mm
sec

Arm type Arm type Arm type

w
Flow rate

Flushing type Flushing type Flushing type

3900 4300 4300
Floor space mm

A5X403

A5MT170

O : Standard OP : Option
Mitsubishi Fanuc

5 5
4 4
5 5

54 54

400 400

Monitor
Multi-language display

machining control mode

Memory card input / output

CONTROLLER SPECIFICATION

MACHINE SPECIFICATIONS
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5-AXIS CNC TAPPING CENTER

Unit A5X403 A5X404 A5MT170
mm

50

mm
degree

sec 15 15
sec 4

degree ±110
sec 45

A axis repeatabillty accuracy sec 8 8
rpm
mm 400 x 500 x 400 400 × 500 × 450 400 x 500 x 400

m/min 48 / 48 / 48 48 / 48 / 48 48 / 48 / 48
3 axes bidirectional accuracy of positioning mm
3 axes bidirectional repeatability of positioning mm

rpm 10000 8000

mm
mm

Mitsubishi
Fanuc
Mitsubishi
Fanuc
Mitsubishi
Fanuc
Mitsubishi
Fanuc
Mitsubishi
Fanuc
Mitsubishi 14Fanuc

4 5 8
mm
mm
sec

Arm type Arm type Arm type

w
Flow rate

Flushing type Flushing type Flushing type

3900 4300 4300
Floor space mm

A5X403

A5MT170

O : Standard OP : Option
Mitsubishi Fanuc

5 5
4 4
5 5

54 54

400 400

Monitor
Multi-language display

machining control mode

Memory card input / output

CONTROLLER SPECIFICATION

MACHINE SPECIFICATIONS
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PIC SERIES

MACHINE  SPECIFICATIONMODEL PIC SERIES
X-Axis
Y-Axis 450 mm 
Z-Axis 400 mm 

Maximum speed

Arm type

Automatic tool change time

X/Y/Z cutting feed rate 15000 mm/min
OPERATING SYSTEM FANUC SIEMENS

Automatic lubrication system
Water cooling 

X-Axis positioning accuracy
Y-Axis positioning accuracy
Z-Axis positioning accuracy

X-Axis repeat positioning accuracy
Y/Z-Axis repeat positioning accuracy

Machine height 3300 mm

Machine weight 

Product Description

drilling, tapping,

PIC SERIES

WATCH VDO

MACHINE SPECIFICATIONS
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PYE-CNC2500

MACHINE SPECIFICATIONS

meets the most challenging modern processing
needs of a wide range of metal materials

greater stability and balance at high speeds,

capacity and high physical stability

perfect heat treatment process to eliminate
residual stress, with sufficient reinforcement
plates and three rows of supporting feet ensures

processing stability

transmission
Adopts a modular and open architecture design
with high scalability

machine tool

rigidity and higher precision

with the increased contact surface of the rail

X-axis, and ensures the high rigidity and

BT50/SK50/CAT50 Spindle
Items Unit PYE-CNC2500B PYE-CNC4500B PYE-CNC6500B
X-axis mm 4500
Y-axis mm
Z-axis mm

nose to table surface mm 130-830
mm

1400
mm

/ Mechanical

rpm 8000
/

Feedrates m/min
m/min 15

/

sec
mm 3100
mm

Machine Weight

BT40/SK40/CAT40 Spindle
Unit

X-axis mm 4500
Y-axis mm
Z-axis mm

nose to table surface mm 130-830
mm

1400
mm

/ Mechanical

rpm 10000
/

Feedrates m/min
m/min 15

/

sec
mm 3100
mm

Machine Weight
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MODEL SERIES PDE4D SERIES
MODEL NAME PDE4D-CNC2500 PDE4D-CNC4500 PDE4D-CNC6500

Basic parameter

Unit FANUC FANUC SIEMENS FANUC SIEMENS
/ 4 Axis 4 Axis 4 Axis

mm 4500*550
1000 1000 1000

mm 4500*550
Bed /
X-axis mm 4500
Y-axis mm 550 550 550
Z-axis mm
B-Axis /

/

30 35 30 35 30 35
38 38 38

rpm 18000 18000 18000
/
/

pcs
secs

m/min
m/min
m/min
m/min 15 15 15

3 3 3

3 3 3
/ Automatic Automatic Automatic
/

Accuracy mm
mm

Mechanical mm
mm

Machine Weight 10500

TRAVEL
X-Axis
Y-Axis 550 mm
Z-Axis
B-Axis
SPINDLE

18000 rpm

TOOL MAGAZINE

OPERATION SYSTEM
Brand

PDE4D SERIES:

Machine Parameter

PDE4D-CNC2500

MACHINE SPECIFICATIONS

SAMPLES
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Casting iron machine bed with strong shock
absorption capacity and high pysical stability

undergoes a perfect heat treatment process to

Siemens & Fanuc numerical control system
with high processing stability

a modular and open architecture design with high

High-precision and High-speed motorized spindle system
with B-axis rotation within ±90° meets a wide processing
range

TECHNICAL FEATURES

PDE4D-CNC6500

Machine bed

Wide range of processing option
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Table
Work Table 1010x550 mm 1200x550 mm 1300x680 mm 650x430 mm 950x500 mm 1100x500 mm 1550x700 mm
T-slot 125x18 mm x 4T 100x18 mm x 5T 100x18 mm x 5T 125x14 mm x 4T 80x18 mm x 5T 80x18 mm x 5T 130x18 mm x 5T
Max. Loading 800 kg 1000 kg 1200 kg 250kg 500kg 600kg 1500kg

Travel
Three Axis Travel 850x600x620 mm 1000x600x620 mm 1200x620x650 mm 500x400x500mm 800x500x500mm 1000x500x500mm 1400x720 X 610mm(BT40)  1400x720x 680mm(BT50)
Spindle Nose to Table Surface 130~750 mm 130~750 mm 150~800mm 250~900mm 75~575mm 125~625mm 125~625mm 150~760mm(BT40) 150~830mm(BT50)
Spindle Center to Column Slide Ways 620 mm 476mm 550mm 550mm 745mm

Spindle
Spindle Taper BT40 BT40 BT40 BT50 BT40 BT40 BT40 BT40/BT50
Spindle Diameter
Spindle Speed 8000 rpm 8000 rpm 8000 rpm 4500 rpm 10000rpm(Belt) 10000rpm(Belt) 10000rpm(Belt) 8000rpm(BT40,belt)  6000rpm(BT50,belt)

Feedrate
3 axis Slide Ways Linear Way Linear Way X,Y : Linear Way / Z : Box WAY Linear Way Linear Way Linear Way X,Y:Linear Way  / Z:Box Way
3 axis Rapid Feedrate 30/30/30 m/min 30/30/30 m/min X,Y : 24 m/min / Z : 18 m/min 10 /10 /10 m/min 10 /10 /10 m/min 10 /10 /10 m/min 30 /30 /20 m/min
3 axis Cutting Feedrate 10/10/10 m/min 48 /48 /36 m/min 36 /36 /36 m/min 36 /36 /36 m/min 10 /10 /10 m/min

ATC

Tool Magazine type Armless Arm type 12 T Armless type20 T Armless type20 T Arm type24 T
Tool Selection Bi-direction shortest path Bi-direction shortest path
Max. Tool Diameter X Length
Max. Tool Weight 7 kg 7 kg 7 kg 15kg 7KG 7KG 7KG 7/15KG
Tool Shank BT40 BT40 BT40 BT-40 BT-40 BT-40 BT40/BT50
ATC Capacity 20T 20T 20T 20T 5.5/7.5KW 7.5/11KW 7.5/11KW

Motor

Spindle Motor(cont./30 min) 7.5/11 kw 7.5/11 kw 7.5/11 kw 11/15 kw 1.5/1.5/2.0 Kw 2.2/2.2/2.0 Kw 2.2/2.2/2.0 Kw 15/18.5KW
X/Y/Z axis Servomotor HF204 HF204 HF204 HF354 3.5/3.5/3.5 Kw
X/Y/Z axis Ball Screw 660W 660W 660W

660W 660W 660W 2471x2070x2036 mm 2180x2957x2632 mm 2800x2050x2380 mm 750W

Miscellaneous

External Dimensions(L X W X H) 2565x2238x2771 mm 2810x2238x2771 mm 3220 x2560x2947 mm 3220x2560x2980 mm 3000kg/3500kg 4500kg/5000kg 4700kg/5200kg 3690x3030x2585 (40) 3690x3030x2685 (50) 
N.W/G.W.(approx..) 6000/6700 kg 6200/6900 kg 7800/8800 kg 8300/9300 kg Full Splash Guard Full Splash Guard Full Splash Guard 10000/11000 kg(40)  10500/11500 kg(50) 
Splash Guard Fully Splash guard Fully Splash guard Fully Splash guard 40”HQ(4 sets) 40”HQ(4 sets) 40”HQ(4 sets) Full Splash Guard
Coolant Tank Capacity 240L 250L 300L 160L 260L 330L 600L

Model LV1500 (Y=720)-A LV1500 (Y=825)-B LV1600 LV1700 LV1800 LV2000 LMV800APC

Table
Work Table 1550x700 mm 1700x700 mm 1700x800 mm 1900x800 mm 1900x800 mm 2100x800 mm 800x500mm x2pcs
T-slot 130x18 mm x 5T 125x22 mm x 6T 125x22 mm x 6T 125x22 mm x 6T 125x22 mm x 6T 125x22 mm x 6T 100x18 mm x 5T
Max. Loading 1500kg 1800kg 2000kg 2200kg 2200kg 2500kg 400 kg

Travel
Three Axis Travel 1500x720x 

610mm(BT40)
1500x720x 

680mm(BT50)
1500x825x 

750mm(BT40)
1500x720x 

680mm(BT50)
1600x825x 

750mm(BT40)
1600x850x 

750mm(BT50)
1700x825x 

750mm(BT40)
1700x850x 

750mm(BT50)
1800x825x 

750mm(BT40)
1800x850x 

750mm(BT50)
2000x825x 

750mm(BT40)
2000x850x 

750mm(BT50) 800x460x450mm

Spindle Nose to Table Surface 150~760mm(BT40) 150~830mm(BT50) 150~900mm 150~900mm 150~900mm 150~900mm 150~900mm 150~600 mm
Spindle Center to Column Slide Ways 745mm BT40:850mm BT50:870mm BT40:850mm BT50:870mm BT40:850mm BT50:870mm BT40:850mm BT50:870mm BT40:850mm BT50:870mm 490 mm

Spindle
Spindle Taper BT40/BT50 BT40/BT50 BT40/BT50 BT40/BT50 BT40/BT50 BT40/BT50 BT40
Spindle Diameter
Spindle Speed 8000rpm(BT40,belt) 6000rpm(BT50,belt) 8000rpm(BT40,belt) 6000rpm(BT50,belt) 8000rpm(BT40,belt) 6000rpm(BT50,belt) 8000rpm(BT40,belt) 6000rpm(BT50,belt) 8000rpm(BT40,belt) 6000rpm(BT50,belt) 8000rpm(BT40,belt) 6000rpm(BT50,belt) 10000 rpm

Feedrate
3 axis Slide Ways X,Y:Linear Way Z:Box Way X,Y:Linear Way Z:Box Way X,Y:Linear Way Z:Box Way X,Y:Linear Way Z:Box Way X,Y:Linear Way Z:Box Way X,Y:Linear Way Z:Box Way Linear Way
3 axis Rapid Feedrate 30 /30 /20 m/min 24 /24 /18 m/min 24 /24 /18 m/min 24 /24 /18 m/min 24 /24 /18 m/min 24 /24 /18 m/min 30/30/30 m/min
3 axis Cutting Feedrate 10 /10 /10 m/min 10 /10 /10 m/min 10 /10 /10 m/min 10 /10 /10 m/min 10 /10 /10 m/min 10 /10 /10 m/min 10/10/10 m/min

ATC

Tool Magazine type Arm type24 T Arm type24 T Arm type24 T Arm type24 T Arm type24 T Arm type24 T Arm
Tool Selection Bi-direction shortest path Bi-direction shortest path Bi-direction shortest path Bi-direction shortest path Bi-direction shortest path Bi-direction shortest path Bi-direction shortest path
Max. Tool Diameter X Length
Max. Tool Weight 7/15KG 7/15KG 7/15KG 7/15KG 7/15KG 7/15KG 7 kg
Tool Shank BT40/BT50 BT40/BT50 BT40/BT50 BT40/BT50 BT40/BT50 BT40/BT50 BT40
ATC Capacity 24T

Motor

Spindle Motor(cont./30 min) 15/18.5KW 15/18.5KW 15/18.5KW 15/18.5KW 15/18.5KW 15/18.5KW 7.5/11 kw
X/Y/Z axis Servomotor 3.5/3.5/3.5 Kw 4.5/4.5/4.5 Kw 4.5/4.5/4.5 Kw 4.5/4.5/4.5 Kw 4.5/4.5/4.5 Kw 4.5/4.5/4.5 Kw X,Y:HF224/Z:HF204B

X/Y/Z axis Ball Screw 10(40) 10(50) 10(40) 10(50) 10(40) 10(50) 10(40) 10(50) 10(40) 10(50) 10(40) 10(50)
750W 750W 750W 750W 750W 750W 660W

Miscellaneous

External Dimensions(L X W X H) 3800x3030x2585(40) 3800x3030x2685(50) 4250x3030x3100(40) 4250x3030x3200(50) 4350x3030x3100(40) 4350x3030x3200(50) 4450x3030x3100(40) 4450x3030x3200(50) 4550x3030x3100(40) 4550x3030x3200(50) 4800x3030x3100(40) 4800x3030x3200(50) 2230x3282x2707mm
N.W/G.W.(approx..) 10500/11500 kg(40) 11000/12000 kg(50) 13500/15000 kg(40) 14000/15500 kg(50) 14000/15500 kg(40) 14500/16000 kg(50) 14500/16000 kg(40) 15000/16500 kg(50) 15000/17000 kg(40) 15500/17500 kg(50) 15500/17500 kg(40) 16000/18000 kg(50) 5000/5500 kg
Splash Guard Full Splash Guard Full Splash Guard Full Splash Guard Full Splash Guard Full Splash Guard Full Splash Guard Fully Splash guard
Coolant Tank Capacity 600L 650L 650L 680L 700L 700L 270L

Vertical Machining CenterHigh Speed
LMV/LV series

High Speed LMV series (4 Linear Guide Way)
High Speed Type

Model Dimension
A B C D E F G

LV-50 mm 2360 2764 / 1950 1999 471 /
LV-80 mm 2360 2545 560 2149 1980 548 /
LV-100 mm 2800 2545 702 2149 1988 565 /

mm 2230 2707 1200 3282 2470 237 /
LMV-850 mm 2565 2771 800-1200 2238 2099 672 /
LMV-1000 mm 2810 2771 800-1200 2238 2099 672 /
LMV-1200 mm 3220 2947 800-1200 2560 2168 779 /
LMV-1300 mm 3650 2997 780 2507 2200 797 775
LMV-1600 mm 4350 2997 800 2507 2200 797 775

CNC Vertical Machining Center
2 Linear Guide Way (MVL Series)
4 Linear Guide Way (LMV Series)

MVL850

LMV510 / 710
LMV1200
BT40-BT50 LMV-850

1000-BT40LMV1600

Series)Series)

LMV800APC

Z Travel:
620 mm

Z Travel:
125-585 mm

MACHINE SPECIFICATIONS
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Y : 1000
Z : 900

BMV 2500

BMV 1200

Z

1100 mm

gear boxspindle

BMV Series - 4 Box Way

OPTION

Model BMV850 BMV1000 BMV1200 BMV2200
Heavy Duty CNC Machining Center

BMV2500
Box Way Machining Center

1010x550mm

1050mm 1050mm

8000 rpm 8000 rpm 8000/4500 rpm 8000/4500 rpm 8000/4500 rpm

Feedrate

3 axes slide ways Box Way Box Way Box Way Box Way Box Way

3 axes rapid Feedrate Z:18 m/min 8/8/8 m/min

3 axes cutting Feedrate 10 m/min 10 m/min 10 m/min 5 m/min 5 m/min

Armless Armless Armless

Bi-direction
shortest path

Bi-direction
shortest path Bi-direction shortest path Bi-direction shortest path Bi-direction shortest path

Motor

Miscellaneous

BMV 2500BMV 2500

MACHINE SPECIFICATIONS



06 FHBS Laser Cutting Machine

08 POLY GIM CNC Lathe Machine (Swiss Type)

14 YIPC CNC Lathe Machine

16 ARES SEIKI CNC Drilling & Tapping Machine

24 PRATIC CNC Long Travel Machining Center

28 MILLSTAR CNC Machining Machine

32 SIGMA CNC Double Column Machining Center

34 SUN MASTER Lathe Machine

38 KENT Grinding Machine

CONTENT -
Page Brand Machine Type

30 SUTHONG  MACHINERY  CO., LTD.

Bed Type Milling Machine
VH Series (Vertical & Horizontal Head)

Mitsubishi controller

Fanuc
controller

VH450

JY-VH450

VH650B

VH550

VH850

Model VH450 VH480 3 Axis Horizontal 
Milling Machine

VH550 CNC Bed Type
Milling Machine VH650B VH780

1500 X 450mm 1900 X 500mm 1900 X 500mm

18 X 5 X 80 18 X 5 X 80 18 X 5 X 80

3 axes rapid feede rate

3 axes cutting feede rate
1100 1300 1300

450
500 500

1000 1500 1500 3000

0-583 0-810
450 480 550

spindle 0-950 0-1000
190 305 335 400

Motor
X axis feeding motor 3KW 3KW
Y axis feeding motor 3KW 3KW
Z axis feeding motor 3KW 3KW

5180 X 4080 X 3180 5880 X 4450 X 3180

MACHINE SPECIFICATIONS



06 FHBS Laser Cutting Machine

08 POLY GIM CNC Lathe Machine (Swiss Type)

14 YIPC CNC Lathe Machine

16 ARES SEIKI CNC Drilling & Tapping Machine

24 PRATIC CNC Long Travel Machining Center

28 MILLSTAR CNC Machining Machine

32 SIGMA CNC Double Column Machining Center

34 SUN MASTER Lathe Machine

38 KENT Grinding Machine

CONTENT -
Page Brand Machine Type

42 TAILIFT Radial Drill Machine

44 KANTAI Circular Sawing Machine

46 GENERAL Drilling Machine / Tapping Machine

48 PBM Milling Machine

50 JING DUANN Punching Machine

51 KCM Cutting / Punching Machine

52 KAI HUNG Combination Machine Center

54 YAGA Linear Scale

Page Brand Machine Type
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KT-200SJY-2VHT

JY-2VH JY-2T

JY-2HT

Knee Type Milling Machine

Model Unit JY-15VS JY-15SS JY-15VC JY-16VS JY-16SS JY-16VC JY-18SS JY-18VC JY-860S JY-860C JY-20AS JY-20AC JY-20BS JY-20BC JY-26SHB JY-26CHB JY-28SHB JY-28CHB
mm 1000 1000 1000
mm 400 440 400 400
mm 400 400 400 440
type
mm 140 140 140 140 140 140
mm 540 540

degree Fixed Fixed
degree ±45/±45 ±45/±45 ±45/Fixed ±45/Fixed ±45/Fixed ±45/Fixed

mm 50-450 50-450 100-500 100-540
mm 180-880 180-880

mm

mm
300 300 300 300

Milling head type
rpm

50-3500 50-3500rpm
rpm

type
mm 85 85 105 105 110 110 105 110

Motor Main spindle 3 3 5 3 3 5 5 5 5 5 5 5

Machine

mm
mm

900 1100 1500
1000 1800 1900

MACHINE SPECIFICATIONS



42 TAILIFT Radial Drill Machine

44 KANTAI Circular Sawing Machine

46 GENERAL Drilling Machine / Tapping Machine

48 PBM Milling Machine

50 JING DUANN Punching Machine

51 KCM Cutting / Punching Machine

52 KAI HUNG Combination Machine Center

54 YAGA Linear Scale

Page Brand Machine Type

6 SUTHONG  MACHINERY  CO., LTD.

LASER CUTTING HEAD
Auto Focus
Applicable to multiple focal lengths, automatically adjusts focal

Free Your Hands

Simple and Fast

head can automatically read system storage parameters,

Accurate
By setting perforation focal length and cutting focal length

LASER POWER WORKING AREA(LxW) STROKE(X/Y/Z AXIS) X/Y AXIS REPOSITIONING
ACCURACY

1000W-4000W 3000x1500mm 1500mm/3050mm/100mm

LASER POWER WORKING AREA(LxW) STROKE(X/Y/Z AXIS) X/Y AXIS REPOSITIONING
ACCURACY

1000W-3000W 3000x1500mm

HDE Series Full Cover
& Shuttle Table Laser
Cutting Machine

KE SERIES

HDE SERIES

Feature/Model
V Series G Series K SERIES

V35X V35XL V38XL V50XL-U G22 G22X K12 K12X

1000W x 3000W 1000W - 3000W

10-150mm 10-150mm 10-85mm 10-85mm

50-350mm

- - - -

- - - -

- - - -

10000mm

80r/min 80r/min 50r/min 40r/min 100r/min 100r/min 140r/min

350mm 350mm 350mm 0 130mm 130mm 130mm 130mm

Withhout Feeding abd 30000x5000 8910x1550

Machine Weight Without

Tube Laser Cutting Machine

K SERIES

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS

32 SUTHONG  MACHINERY  CO., LTD.

SDV-3224

CNC Double Column Machining Center
SDV Series

Z-axis - 2 linear 
guide ways

MACHINE SPECIFICATIONS
Item / Model Unit SDV-1611 SDV-2011 SDV-2215 SDV-3215 SDV-2219 SDV-3219 SDV-4219 SDV-3224 SDV-4224 SDV-5224 SDV-6224 SDV-3229 SDV-4229 SDV-5229 SDV-6229 SDV-4234 SDV-5234 SDV-6234 SDV-4239 SDV-5239 SDV-6239

mm
mm 1100 1500 1900 3400 3900
mm
mm 3000 x 1400
mm

3000 3500 5000 5000 8000 10000 30000
mm 3000 3000 3000 3000 3000 3500 3500 4000

mm

rpm

mm/min
mm/min
mm/min
mm/min

pcs
mm

mm
350 350 350 350 350 350

350

secs

center 8000x4800 13000x8000 15000x8000 13000x8500 15000x8500
mm 4350

18500 19000 34000 55000 35000 40000 58500 43000

mm

mm

Item / Model Unit SDV-1611H SDV-2011H SDV-2215H SDV-3215H SDV-2219H SDV-3219H SDV-4219H SDV-3224H SDV-4224H SDV-5224H SDV-6224H SDV-3229H SDV-4229H SDV-5229H SDV-6229H SDV-4234H SDV-5234H SDV-6234H SDV-4239H SDV-5239H SDV-6239H
mm
mm 1100 1500 1900 3400 3900
mm
mm 3000 x 1400
mm

3000 3500 5000 5000 8000 10000 15000 19000 30000
mm 3000 3500 4000

mm

rpm

mm/min
mm/min
mm/min
mm/min

pcs
mm
mm 350 350 350 350 350 350 350

secs

mm 8000x4800 13000x8000 15000x8000 13000x8500 15000x8500
mm 4355

31500 31500 39500 45500 48500 80500

mm
mm



6 SUTHONG  MACHINERY  CO., LTD.

LASER CUTTING HEAD
Auto Focus
Applicable to multiple focal lengths, automatically adjusts focal

Free Your Hands

Simple and Fast

head can automatically read system storage parameters,

Accurate
By setting perforation focal length and cutting focal length

LASER POWER WORKING AREA(LxW) STROKE(X/Y/Z AXIS) X/Y AXIS REPOSITIONING
ACCURACY

1000W-4000W 3000x1500mm 1500mm/3050mm/100mm

LASER POWER WORKING AREA(LxW) STROKE(X/Y/Z AXIS) X/Y AXIS REPOSITIONING
ACCURACY

1000W-3000W 3000x1500mm

HDE Series Full Cover
& Shuttle Table Laser
Cutting Machine

KE SERIES

HDE SERIES

Feature/Model
V Series G Series K SERIES

V35X V35XL V38XL V50XL-U G22 G22X K12 K12X

1000W x 3000W 1000W - 3000W

10-150mm 10-150mm 10-85mm 10-85mm

50-350mm

- - - -

- - - -

- - - -

10000mm

80r/min 80r/min 50r/min 40r/min 100r/min 100r/min 140r/min

350mm 350mm 350mm 0 130mm 130mm 130mm 130mm

Withhout Feeding abd 30000x5000 8910x1550

Machine Weight Without

Tube Laser Cutting Machine

K SERIES

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS
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Laser Cutting Machine

HBDE Series Blue

HBDE Series Red

Feature/Model
BE SERIES HBDE Series Blue HBDE Series Red

1000W-4000W 1000W-15000W 1000W-15000W 1000W-15000W 1000W-15000W

3000x1500mm 3000x1500mm 3000x1500mm

/300mm /300mm /300mm /300mm

100m/min 100m/min 100m/min 100m/min 100m/min 100m/min 100m/min 100m/min 100m/min 100m/min

8300x4000 9850x4000 9850x4000

Machine Weight

MACHINE SPECIFICATIONS
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SDV-2215HSDV-4224H

CNC Double Column Machining Center
SDV-H series

Item / Model Unit SDV-1611 SDV-2011 SDV-2215 SDV-3215 SDV-2219 SDV-3219 SDV-4219 SDV-3224 SDV-4224 SDV-5224 SDV-6224 SDV-3229 SDV-4229 SDV-5229 SDV-6229 SDV-4234 SDV-5234 SDV-6234 SDV-4239 SDV-5239 SDV-6239
mm
mm 1100 1500 1900 3400 3900
mm
mm 3000 x 1400
mm

3000 3500 5000 5000 8000 10000 30000
mm 3000 3000 3000 3000 3000 3500 3500 4000

mm

rpm

mm/min
mm/min
mm/min
mm/min

pcs
mm

mm
350 350 350 350 350 350

350

secs

center 8000x4800 13000x8000 15000x8000 13000x8500 15000x8500
mm 4350

18500 19000 34000 55000 35000 40000 58500 43000

mm

mm

Item / Model Unit SDV-1611H SDV-2011H SDV-2215H SDV-3215H SDV-2219H SDV-3219H SDV-4219H SDV-3224H SDV-4224H SDV-5224H SDV-6224H SDV-3229H SDV-4229H SDV-5229H SDV-6229H SDV-4234H SDV-5234H SDV-6234H SDV-4239H SDV-5239H SDV-6239H
mm
mm 1100 1500 1900 3400 3900
mm
mm 3000 x 1400
mm

3000 3500 5000 5000 8000 10000 15000 19000 30000
mm 3000 3500 4000

mm

rpm

mm/min
mm/min
mm/min
mm/min

pcs
mm
mm 350 350 350 350 350 350 350

secs

mm 8000x4800 13000x8000 15000x8000 13000x8500 15000x8500
mm 4355

31500 31500 39500 45500 48500 80500

mm
mm
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Laser Cutting Machine

HBDE Series Blue

HBDE Series Red

Feature/Model
BE SERIES HBDE Series Blue HBDE Series Red

1000W-4000W 1000W-15000W 1000W-15000W 1000W-15000W 1000W-15000W

3000x1500mm 3000x1500mm 3000x1500mm

/300mm /300mm /300mm /300mm

100m/min 100m/min 100m/min 100m/min 100m/min 100m/min 100m/min 100m/min 100m/min 100m/min

8300x4000 9850x4000 9850x4000

Machine Weight

MACHINE SPECIFICATIONS
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Swiss Type CNC Auto Lathe
SIMPLICITY Precision-
Speed
DURABILITY Stability

DIAMOND 12/12CS/16/16CS

DIAMOND 20/ 20B / 20CS / 20CSB

slide  drilling/milling/
tapping

tools : front eccentric
drilling/tapping

Items DIAMOND 12 DIAMOND 12CS DIAMOND 16 DIAMOND 16CS DIAMOND 20 DIAMOND 20B DIAMOND 20CS DIAMOND 20CSB

145 mm 145 mm 145 mm 145 mm

Ø10 mm Ø10 mm 14 mm 14 mm 14 mm 14 mm
M8 M8 M10 M10 M10 M10

10×10×100 10×10×100 10×10×100 10×10×100
4 4 4 4 4 4 4 4

- 4 - 4 - -
- - - -
- - - -
- 3 - 3 - - 3 3
- - - -
- - - -

- - 4 4
- -
- - - 3
- - -
- - -

- -
- -

- 80 mm - 80 mm

18 M 18 M 18 M 18 M
Ø13 mm Ø13 mm

- -

X1, Y1, Z1 axes 30 M 30 M 30 M 30 M

Motors

- -
X1, Y1, Z1 Axis Motor

- -

4 w 4 w 4 w 4 w 4 w 4 w 4 w 4 w
- -

- -

Machine
1050 mm 1050 mm 1050 mm 1050 mm

Weight

mm mm mm mm mm mm mm mm

MACHINE SPECIFICATIONS

34 SUTHONG  MACHINERY  CO., LTD.

CNC  Lathe

MODEL CHL-2140 CHL-2160 CHL-2180 CHL-21120 CHC-2240 CHC-2260 CHC-2280 CHC-22120

4 way tool post

width of bed

M code automatic
4 steps/

Boring bar diameter

Motor

Main spindle
continuous rated

Automatic gears shift

Measurements

  

CHL-2140 / 2160 / 2180 / 21120

CHC-2240 / 2260 / 2280 / 22120

MACHINE SPECIFICATIONS



8 SUTHONG  MACHINERY  CO., LTD.

Swiss Type CNC Auto Lathe
SIMPLICITY Precision-
Speed
DURABILITY Stability

DIAMOND 12/12CS/16/16CS

DIAMOND 20/ 20B / 20CS / 20CSB

slide  drilling/milling/
tapping

tools : front eccentric
drilling/tapping

Items DIAMOND 12 DIAMOND 12CS DIAMOND 16 DIAMOND 16CS DIAMOND 20 DIAMOND 20B DIAMOND 20CS DIAMOND 20CSB

145 mm 145 mm 145 mm 145 mm

Ø10 mm Ø10 mm 14 mm 14 mm 14 mm 14 mm
M8 M8 M10 M10 M10 M10

10×10×100 10×10×100 10×10×100 10×10×100
4 4 4 4 4 4 4 4

- 4 - 4 - -
- - - -
- - - -
- 3 - 3 - - 3 3
- - - -
- - - -

- - 4 4
- -
- - - 3
- - -
- - -

- -
- -

- 80 mm - 80 mm

18 M 18 M 18 M 18 M
Ø13 mm Ø13 mm

- -

X1, Y1, Z1 axes 30 M 30 M 30 M 30 M

Motors

- -
X1, Y1, Z1 Axis Motor

- -

4 w 4 w 4 w 4 w 4 w 4 w 4 w 4 w
- -

- -

Machine
1050 mm 1050 mm 1050 mm 1050 mm

Weight

mm mm mm mm mm mm mm mm

MACHINE SPECIFICATIONS

9SUTHONG  MACHINERY  CO., LTD.

Items DIAMOND 32 DIAMOND 32B DIAMOND 32CS DIAMOND 32CSB
Ø33 mm Ø33 mm Ø33 mm Ø33 mm

5 5

4 4 4 4

- -
- -
- -
- - 3 3
- -
- -
- 4 - 4
- -
- - - 3
- - -
- - -

- Ø33 mm - Ø33 mm

- -

- 80 mm - 80 mm

18 M 18 M 18 M 18 M

Motors

- -
X1, Y1 ,Z1 Axis 
Motor

- -

4 w 4 w 4 w 4 w
- -

Machine Weight

Items DIAMOND DIAMOND DIAMOND DIAMOND DIAMOND DIAMOND DIAMOND DIAMOND

Ø10 mm Ø10 mm Ø10 mm Ø10 mm Ø10 mm Ø10 mm

M8 M8 M8 M8 M8 M8

4 4 4 4 4 4 4 4

- - - -
- - - -
- - - -
- 3 - 3 - 3 - 3
- - - -
- - - -

4×4 4×4 4×4 4×4 4×4 4×4 4×4 4×4

- 3 - 3 - 3 - 3
- - - -
- 4 - 4 - 4 - 4
- - - -
- - - -

Ø13 mm Ø13 mm Ø30 mm Ø30 mm

Ø13 mm Ø13 mm Ø30 mm Ø30 mm

50 mm 50 mm 50 mm 50 mm 50 mm 50 mm 50 mm 50 mm

30 m/min

Motors
4 w 4 w 4 w 4 w 4 w 4 w 4 w 4 w

- - - -
- - - -
- - - -

890 mm 890 mm 890 mm 890 mm 890 mm 890 mm 890 mm

DIAMOND 32 / 32B / 32CS / 32CSB

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS

35SUTHONG  MACHINERY  CO., LTD.

High Speed Precision Lathe
ø 80 MM SPINDLE BORE
ML Series

ML -1740V/1760V/1780V
-2040V/2060V/2080V

ML -1740/1760/1780
-2040/2060/2080

CARRIAGE & SLIDE

SAFETY FEATURES

HEAVY DUTY SPINDLE

APRON

for longitudinal,cross, forward

GEAR BOXHEADSTOCK

ML -1740V/1760V/1780V

ML SeriesML Series

ML -1740V/1760V/1780V

MODEL ML-1740 ML-1760 ML-1780 ML-2040 ML-2060 ML-2080 ML-1740V ML-1760V ML-1780V ML-2040V ML-2060V ML-2080V

1000 mm 1500 mm 1000 mm 1500 mm 1000 mm 1500 mm 1000 mm 1500 mm

Width of bed

and Main

and Feeds

Motor
Main spindle

Measurement

1850 1900 1850 1900
1900 1950 1900 1950

A 50 105
B 130 180 380

900 1800
3 steps /

MACHINE SPECIFICATIONS



9SUTHONG  MACHINERY  CO., LTD.

Items DIAMOND 32 DIAMOND 32B DIAMOND 32CS DIAMOND 32CSB
Ø33 mm Ø33 mm Ø33 mm Ø33 mm

5 5

4 4 4 4

- -
- -
- -
- - 3 3
- -
- -
- 4 - 4
- -
- - - 3
- - -
- - -

- Ø33 mm - Ø33 mm

- -

- 80 mm - 80 mm

18 M 18 M 18 M 18 M

Motors

- -
X1, Y1 ,Z1 Axis 
Motor

- -

4 w 4 w 4 w 4 w
- -

Machine Weight

Items DIAMOND DIAMOND DIAMOND DIAMOND DIAMOND DIAMOND DIAMOND DIAMOND

Ø10 mm Ø10 mm Ø10 mm Ø10 mm Ø10 mm Ø10 mm

M8 M8 M8 M8 M8 M8

4 4 4 4 4 4 4 4

- - - -
- - - -
- - - -
- 3 - 3 - 3 - 3
- - - -
- - - -

4×4 4×4 4×4 4×4 4×4 4×4 4×4 4×4

- 3 - 3 - 3 - 3
- - - -
- 4 - 4 - 4 - 4
- - - -
- - - -

Ø13 mm Ø13 mm Ø30 mm Ø30 mm

Ø13 mm Ø13 mm Ø30 mm Ø30 mm

50 mm 50 mm 50 mm 50 mm 50 mm 50 mm 50 mm 50 mm

30 m/min

Motors
4 w 4 w 4 w 4 w 4 w 4 w 4 w 4 w

- - - -
- - - -
- - - -

890 mm 890 mm 890 mm 890 mm 890 mm 890 mm 890 mm

DIAMOND 32 / 32B / 32CS / 32CSB

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS

10 SUTHONG  MACHINERY  CO., LTD.

DIAMOND 12B III / 12CSB III
16B III / 16CSB III / 20B III / 20CSB III

Swiss Type CNC Auto Lathe
SIMPLICITY-Precision-Speed
DURABILITY-Stability

DIAMOND
CSL 25/32/42

drill /mill tool holes will
help you to do drilling,
milling and tapping on

simultaneously
spindle will be helpful

WATCH VDO

Items
DIAMOND

25 CSL
DIAMOND

32 CSL
DIAMOND 

42 CSL

5

3 3

4 4 4

3 3 3
8 8 8

3 3 3

Ø33mm

Ø33mm

18 or 30 m/min 18 or 30 m/min 18 or 30 m/min
18 or 30 m/min 18 or 30 m/min 18 or 30 m/min

Motors

Machine Weight
3030x1810x

1980 mm
3030x1810x1

980 mm
3030x1810x

1980 mm

Air

Items DIAMOND
12 CSB III-S

DIAMOND
16 CSB III-S

DIAMOND
20 CSB III-S

DIAMOND
25 CSB III-S

Ø10 mm Ø10 mm Ø10 mm

M8 M8 M8

4 4 4 4

3 3 3 3

4 + 4 4 + 4 4 + 4 4 + 4

3 3 3 3

4 4 4 4

ø13 mm

Main spindle indexing angle

ø13 mm

50 mm 50 mm 50 mm 50 mm

30 m / min 30 m / min 30 m / min 30 m / min

Motors
4 W 4 W 4 W 4 W

replaced toolholder set

Machine

890 mm 890 mm 890 mm 890 mm
Weight

Machine dimension

Air pressure
Air supply

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS

36 SUTHONG  MACHINERY  CO., LTD.

High Speed Precision Lathe
TC Series

TC-1840V

MODEL TC-1640 TC-1660 TC-1840 TC-1860 TC-1640V TC-1660V TC-1840V TC-1860V

Width of bed

A 50 105
B 130 180 380

900 1800

Feeds

Motor
Main spindle

-- --

Measurement
Weight Approx

MACHINE SPECIFICATIONS



10 SUTHONG  MACHINERY  CO., LTD.

DIAMOND 12B III / 12CSB III
16B III / 16CSB III / 20B III / 20CSB III

Swiss Type CNC Auto Lathe
SIMPLICITY-Precision-Speed
DURABILITY-Stability

DIAMOND
CSL 25/32/42

drill /mill tool holes will
help you to do drilling,
milling and tapping on

simultaneously
spindle will be helpful

WATCH VDO

Items
DIAMOND

25 CSL
DIAMOND

32 CSL
DIAMOND 

42 CSL

5

3 3

4 4 4

3 3 3
8 8 8

3 3 3

Ø33mm

Ø33mm

18 or 30 m/min 18 or 30 m/min 18 or 30 m/min
18 or 30 m/min 18 or 30 m/min 18 or 30 m/min

Motors

Machine Weight
3030x1810x

1980 mm
3030x1810x1

980 mm
3030x1810x

1980 mm

Air

Items DIAMOND
12 CSB III-S

DIAMOND
16 CSB III-S

DIAMOND
20 CSB III-S

DIAMOND
25 CSB III-S

Ø10 mm Ø10 mm Ø10 mm

M8 M8 M8

4 4 4 4

3 3 3 3

4 + 4 4 + 4 4 + 4 4 + 4

3 3 3 3

4 4 4 4

ø13 mm

Main spindle indexing angle

ø13 mm

50 mm 50 mm 50 mm 50 mm

30 m / min 30 m / min 30 m / min 30 m / min

Motors
4 W 4 W 4 W 4 W

replaced toolholder set

Machine

890 mm 890 mm 890 mm 890 mm
Weight

Machine dimension

Air pressure
Air supply

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS

11SUTHONG  MACHINERY  CO., LTD.

Items
DIAMOND CSL 12-2 Y DIAMOND CSL 16-2 Y

Y1 Y2 Y1 Y2

143 mm 143 mm
Ø10 mm

M8
4 4

10x10x100 10x10x100 10x10x100 10x10x100
5 5 5 5

5 5

Ø13 mm

Ø13 mm

Ø10 mm
M8

A Axis 30 m/min 30 m/min
X1, Z1 Axis 30 m/min 30 m/min
Y1 Axis 30 m/min 30 m/min

30 m/min 30 m/min

Motor B Axis

Machine
1050 mm 1050 mm

Weight

mm mm

Items
DIAMOND CSL426-2 Y

Y1 (System 1) Y2 (System 2)

Ø30 mm Ø30 mm

5

4

Ø30 mm

A axis 30m/min 30m/min
X1, Z1, Y1 axes 30m/min

30m/min
A axis
X1 axis 45 mm
Z1 axis 300 mm
Y1 axis

130 mm
480 mm
185 mm

Motors

Machine
Weight

3000x1800x1980 mm

Air

MACHINE SPECIFICATIONS

MULTI-25 / 25S

CNC Lathe
Muti-Spindle CNC Lathe Items MULTI 25 MULTI 25-S

Bar diameter x 3 Bar diameter x 3

150 mm 150 mm
34 mm 34 mm

15 m/min 15 m/min

3 pc

MACHINE SPECIFICATIONS

37SUTHONG  MACHINERY  CO., LTD.

High Speed Precision Lathe
FC SeriesSeries

MODEL FC-1640 FC-1660 FC-1840 FC-1860 FC-1880 FC-2140 FC-2160 FC-2180

1000 mm 1500 mm 1000 mm 1500 mm 1000 mm 1500 mm

Width of bed

Feeds

Motor Main spindle

Measurement
Weight Approx 1900 1800 1950 1850

1950

FC-2180

CARRIAGE & SLIDE

HEAVY DUTY SPINDLE

APRON

for longitudinal,cross, forward

GEAR BOXHEADSTOCK

MACHINE SPECIFICATIONS



11SUTHONG  MACHINERY  CO., LTD.

Items
DIAMOND CSL 12-2 Y DIAMOND CSL 16-2 Y

Y1 Y2 Y1 Y2

143 mm 143 mm
Ø10 mm

M8
4 4

10x10x100 10x10x100 10x10x100 10x10x100
5 5 5 5

5 5

Ø13 mm

Ø13 mm

Ø10 mm
M8

A Axis 30 m/min 30 m/min
X1, Z1 Axis 30 m/min 30 m/min
Y1 Axis 30 m/min 30 m/min

30 m/min 30 m/min

Motor B Axis

Machine
1050 mm 1050 mm

Weight

mm mm

Items
DIAMOND CSL426-2 Y

Y1 (System 1) Y2 (System 2)

Ø30 mm Ø30 mm

5

4

Ø30 mm

A axis 30m/min 30m/min
X1, Z1, Y1 axes 30m/min

30m/min
A axis
X1 axis 45 mm
Z1 axis 300 mm
Y1 axis

130 mm
480 mm
185 mm

Motors

Machine
Weight

3000x1800x1980 mm

Air

MACHINE SPECIFICATIONS

MULTI-25 / 25S

CNC Lathe
Muti-Spindle CNC Lathe Items MULTI 25 MULTI 25-S

Bar diameter x 3 Bar diameter x 3

150 mm 150 mm
34 mm 34 mm

15 m/min 15 m/min

3 pc

MACHINE SPECIFICATIONS

12 SUTHONG  MACHINERY  CO., LTD.

CNC Lathe
T-plus Series

T-plus 42/52/60

Items Single Spindle Double Spindel with power Turret Doule Spindle with Servo Turret
T-PLUS 42 T-PLUS 52 T-PLUS 60 T-PLUS 42 T-PLUS 52 T-PLUS 60 T-PLUS 42 T-PLUS 52 T-PLUS 60
Ø130 mm Ø300 mm Ø350 mm Ø130 mm Ø300 mm Ø350 mm Ø130 mm Ø300 mm Ø350 mm

400 mm 400 mm 400 mm

350 mm 350 mm 350 mm 350 mm 350 mm 350 mm 350 mm 350 mm 350 mm

480 mm 480 mm 480 mm
450 mm 450 mm

Bore of spindle 55 mm 88 mm 55 mm 88 mm 55 mm 88 mm

Z axis motor

Z,X,A axes motor

100-4000 rpm 100-3500, 100-3000 100-4000 rpm 100-3500, 100-3000 100-4000 rpm 100-3500, 100-3000

340x189x184 cm 340x189x184 cm 340x189x184 cm 340x189x184 cm 340x189x184 cm 340x189x184 cm

Weight

Items PLG-42Y PLG-52Y PLG-60Y

Bar diameter x 3 Bar diameter x 3 Bar diameter x 3

X Axis 190 mm 190 mm 190 mm
Z Axis 300 mm 300 mm 300 mm
Y Axis 300 mm 300 mm 300 mm

55 mm 85 mm

Z, Y Axis Motor
X Axis Motor

5 5

4 4 4

M10 M10 M10
4 4 4

M10 M10 M10

Weight

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS

PLG-42Y

CNC Lathe With Y Axis
PLG  Series
A CNC Lathe Without Power Turret
But Function Supper Then Power  Turret

3 channel synchronous
tool holder can setting

3 channel synchronous
tool holder can

pindle mounting

38 SUTHONG  MACHINERY  CO., LTD.

Precision
Surface Grinder

KGS-250AH/AHD

KGS-616S

KGS-63AH/AHD

KGS-1020AH/AHD

KGS-84AH/AHD

SPECIFICATION UNIT KGS-616S KGS-250AH/AHD KGS-1020AH/AHD KGS-63AH/AHD KGS-84AH/AHD

mm 800*400

mm 430 540 910

mm 340 450

mm 440 490

100 100

14*1 14*1 14*1 14*1 14*3

m/min

mm

mm 4 4 4 4 5

mm

mm/min 1000 1000

mm/min 980 980

Wheel dimensions mm

rpm 1450 1450

rpm 3480 3480 3480

mm

mm

mm

mm/min

mm/min

Motor

Machine height mm 1830

Floor space mm 1800*1400

1300 1430

1500 3000

MACHINE SPECIFICATIONS



12 SUTHONG  MACHINERY  CO., LTD.

CNC Lathe
T-plus Series

T-plus 42/52/60

Items Single Spindle Double Spindel with power Turret Doule Spindle with Servo Turret
T-PLUS 42 T-PLUS 52 T-PLUS 60 T-PLUS 42 T-PLUS 52 T-PLUS 60 T-PLUS 42 T-PLUS 52 T-PLUS 60
Ø130 mm Ø300 mm Ø350 mm Ø130 mm Ø300 mm Ø350 mm Ø130 mm Ø300 mm Ø350 mm

400 mm 400 mm 400 mm

350 mm 350 mm 350 mm 350 mm 350 mm 350 mm 350 mm 350 mm 350 mm

480 mm 480 mm 480 mm
450 mm 450 mm

Bore of spindle 55 mm 88 mm 55 mm 88 mm 55 mm 88 mm

Z axis motor

Z,X,A axes motor

100-4000 rpm 100-3500, 100-3000 100-4000 rpm 100-3500, 100-3000 100-4000 rpm 100-3500, 100-3000

340x189x184 cm 340x189x184 cm 340x189x184 cm 340x189x184 cm 340x189x184 cm 340x189x184 cm

Weight

Items PLG-42Y PLG-52Y PLG-60Y

Bar diameter x 3 Bar diameter x 3 Bar diameter x 3

X Axis 190 mm 190 mm 190 mm
Z Axis 300 mm 300 mm 300 mm
Y Axis 300 mm 300 mm 300 mm

55 mm 85 mm

Z, Y Axis Motor
X Axis Motor

5 5

4 4 4

M10 M10 M10
4 4 4

M10 M10 M10

Weight

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS

PLG-42Y

CNC Lathe With Y Axis
PLG  Series
A CNC Lathe Without Power Turret
But Function Supper Then Power  Turret

3 channel synchronous
tool holder can setting

3 channel synchronous
tool holder can

pindle mounting

13SUTHONG  MACHINERY  CO., LTD.

accessory to increase

MINI-88

Super Compact CNC With Y Axis

Y axis design to mount
tool holder instead of

spindle mounting

MINI-88Y
(With Y Axis)

Items MINI-88 MINI-88-20

100 mm

34 mm

Ø85 mm -

-

15 m/min 15 m/min

1100 x 1000 x 1500 mm

Items MINI-88Y

Bar diameter x 3
X Axis
Z Axis 150 mm
Y Axis 148 mm

34 mm

Ø85 mm

X, Z, Y Axis Motor

4

M8
4

Ø10 mm
M8
4

Ø10 mm
M8

Weight

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS

39SUTHONG  MACHINERY  CO., LTD.

KGS-510AH/AHD KGS-615AHD

KGS-620AHDKGS-820 / 830 / 920 / 930AHD

SPECIFICATION UNIT KGS-510AH/AHD KGS-615AHD KGS-620AHD KGS-715AHD KGS-820 / 825 / 830AHD KGS-920 / 925 / 930AHD
mm 1000*500 3000*800 3000*900
mm 1140
mm 540 885
mm 880 880

1000 1300 1500 1400 3000 3000
18*3 18*3

m/min

hand wheel
mm
mm 5 5 5 5
mm

mm/min 1500 1500
mm/min 1500 1500 1500 1500 1500 1500

Wheel

Wheel dimensions mm
rpm 1450 1450 1450 1450 950 950
rpm 1150 1150

wheel
mm
mm

Auto down feed increment mm

mm/min
mm/min

Motor

Machine height mm
Floor space

5000 8500 13500 14000 14000
5800 8000 14000 15500 14000 18000

MACHINE SPECIFICATIONS
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accessory to increase

MINI-88

Super Compact CNC With Y Axis

Y axis design to mount
tool holder instead of

spindle mounting

MINI-88Y
(With Y Axis)

Items MINI-88 MINI-88-20

100 mm

34 mm

Ø85 mm -

-

15 m/min 15 m/min

1100 x 1000 x 1500 mm

Items MINI-88Y

Bar diameter x 3
X Axis
Z Axis 150 mm
Y Axis 148 mm

34 mm

Ø85 mm

X, Z, Y Axis Motor

4

M8
4

Ø10 mm
M8
4

Ø10 mm
M8

Weight

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS

14 SUTHONG  MACHINERY  CO., LTD.

WATCH VDO

CNC Lathe Machine

YLM-6 YLM-8A

YLM-6 / 8A Series

YLM-8B / 10A Series

YLM-8B YLM-10A

40 SUTHONG  MACHINERY  CO., LTD.

KGS-510WM1/WM2
-510WMA1/WMA2

KGS-620WM1/WM2
-620WMA1/WMA2

KGS-620WM1/WM2
-620WMA1/WMA2

KGS-510WM1/WM2
-510WMA1/WMA2

Precision Surface Grinder-Wizard Series

SPECIFICATION UNIT KGS-250WM1/WM2 KGS-1020WM1/WM2 KGS-63WM1/WM2 KGS-84WM1/WM2 KGS-510WM1/WM2 KGS-615WM1/WM2
mm 800x400 1000x500
mm 1140x540
mm 490 550

100 1000 1300

Feed

table speed
WM1 m/min

m/min
mm
mm 4 4 4 5 5 5
mm
mm

Auto cross feed WM1 mm
mm 0-30 0-30 0-30 0-30 0-30 0-30

mm/min
mm/min 1500 1500 1500 1500 1500 1500

Wheel
mm

wheel
mm
mm

Auto down feed increment mm
mm/min 300 300 300 300 300 300

Motor KW
WM1

KW

Weight

Machine height mm 1830
Floor space mm 1800x1400

1550 5800

SPECIFICATION UNIT KGS-620WM1/WM2 KGS-715WM1/WM2 KGS-820 / 825 / 830WM1/WM2 KGS-920 / 925 / 930WM1/WM2
mm 3000x800 3000x900
mm
mm 880 880

1500 1400 3000 3000

table speed
WM1 m/min

m/min
mm
mm 5 5
mm
mm

Auto cross feed WM1 mm
mm 0-30 0-30 0-30 0-30

mm/min 1500 1500
mm/min 1500 1500 1500 1500

Wheel
mm

950/1150 950/1150

wheel
mm
mm

Auto down feed increment mm
mm/min 300 300 300 300

Motor KW
WM1

KW

Weight

Machine height mm
Floor space mm

8500 13500 14000 14000

MACHINE SPECIFICATIONS



14 SUTHONG  MACHINERY  CO., LTD.

WATCH VDO

CNC Lathe Machine

YLM-6 YLM-8A

YLM-6 / 8A Series

YLM-8B / 10A Series

YLM-8B YLM-10A

41SUTHONG  MACHINERY  CO., LTD.

KGS -63WM1/WM2
KGS -63WMA1/WMA2

WIZARD SERIES 
FEATURES

KGS -820WM1/WM2
KGS -820WMA1/WMA2

KGS -830WM1/WM2
KGS -830WMA1/WMA2

TOUCH SCREEN
DESCRIPTION

OPTIONAL ACCESSORIES

Flange
parallel dresser

Micro feed on
cross mechanism

Micro feed on

Angle forming
with magnetic

separator
coolant system coolant system

with magnetic guarding
Manual

parallel dresser



42 SUTHONG  MACHINERY  CO., LTD.

Precision Radial Drills

Manual Clamping
TPR-720A, TPR-820A, TPR-920A, TPR-1100

Electric Clamping
TPR-1230

TPR-720A
TPR-1100

TPR-1230

MODEL TPR-720A TPR-820A TPR-920A TPR-1100 TPR-1230
300

850 950
330

540 850 880
1050

385 480
580

Base + column height 1990

50Ø 55Ø

38Ø

MACHINE SPECIFICATIONS

43SUTHONG  MACHINERY  CO., LTD.

Hydraulic Clamping
TPR-1230H, TC-1250H, TC-1600H, TPR-1600H, TPR-2000H, TPR-C2500

TPR-C2500 TPR-1600H

shows degree of tilt has accurately planed top

MODEL TPR-1230H TC-1250H TC-1600H TPR-1600H TPR-2000H TPR-C2500
300 300 550

1550
330 305 330 440 440 500
880 1110

1330 1405 1950
438 380 395 550

1185 1000
1000×800×500

1185

450

3130 3990
Base + column height 3050 3850

3300 11000

50Ø 80Ø
55Ø 100Ø

40Ø 50Ø
38Ø 50Ø

MACHINE SPECIFICATIONS



43SUTHONG  MACHINERY  CO., LTD.

Hydraulic Clamping
TPR-1230H, TC-1250H, TC-1600H, TPR-1600H, TPR-2000H, TPR-C2500

TPR-C2500TPR-C2500TPR-C2500 TPR-1600H

shows degree of tilt has accurately planed top

MODEL TPR-1230H TC-1250H TC-1600H TPR-1600H TPR-2000H TPR-C2500
300 300 550

1550
330 305 330 440 440 500
880 1110

1330 1405 1950
438 380 395 550

1185 1000
1000×800×500

1185

450

3130 3990
Base + column height 3050 3850

3300 11000

50Ø 80Ø
55Ø 100Ø

40Ø 50Ø
38Ø 50Ø

MACHINE SPECIFICATIONS



44 SUTHONG  MACHINERY  CO., LTD.

MODEL KTC-100NF KTC-150NFC KTC-200NFC

9999 mm 9999 mm

Attachment 980 mm

90 liters 100 liters 100 liters

CNC Automatic Carbide Sawing Machine
High-Speed for non-ferrous metals

KTC-100NF

KTC-150NF

MACHINE SPECIFICATIONS



45SUTHONG  MACHINERY  CO., LTD.

MODEL KTC~65E KTC~70EH (C) KTC~100EH (C) KTC~130SP KTC~150SP KTC~200SP (C) KTC~230LC

sawblade type mm

sawblade type

speed

spindle

parallel guide

in9999 mm 9999 mm 9999 mm 9999 mm

Attachment
980 mm 980 mm 890 mm 3545 mm

90 liters 90 liters 90 liters 100 liters 100 liters 100 liters 100 liters

Machine x1908 mm x 1908 mm x 1908 mm

Weight

High-Speed Circular Sawing
Machine for Alloy Steel metals

KTC-130SP

WATCH 
VDO

MACHINE SPECIFICATIONS
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Drilling Machine
Tapping Machine

GT1-203 (97Kg) Vertical type GT2-223 (200kg) Vertical type GT3-231 (250kg) Vertical type

45

330 430

300 450

350

340 x 340 340 x 380

415 x 300

Motor

Main shaft rotation number

Automated threading distance
applicable to this machine

per inch

mm

Multiple shaft maximum power

GT-223 GT-231

GT-203

MACHINE SPECIFICATIONS
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MACHINE SPECIFICATIONS
ITEMS

GHD-14S Manual
drilling machine

GHD-14T Electronic
Tapping Machine

GHD-14A Auto-feed
drilling machine

100mm 100mm 93mm

4 9 4

300-1150

Weight 

ITEMS GT1-204 (50kg)
Horizontal type

GT2-224 (103kg)
Horizontal type

GT3-232 (125kg)
Horizontal type

45

330 430

300 450

350

340 x 340 340 x 380

415 x 300

Motor

Main shaft rotation number

Automated threading distance
applicable to this machine

per inch

mm

Multiple shaft maximum power

GHD-14GHD-14

GT1-204GT1-204

GT2-224

GT1-204GT1-204

GT2-224

GT-223

Drilling Machine Tapping Machine
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MACHINE SPECIFICATIONS

Vertical Turret Milling Machine

ITEMS PBM EVS500A PBM-S500A PBM-S300A PBM-VS300A

18 x 3 x 80
X · Y · Z - Manual 930 x 400 x 450
X · Y · Z - Auto

Feed
30-3000

1150 430

140

500

Motor
Feed long
X, Y Axes motor
Z Axis motor

PBM-S500A

PBM-VS360A

ITEMS PBM-S360A PBM-VS360A PBM-EVS360A 

X x Y x Z - Manual

Feed

X, Y Manual

Z axis rapid / Min

X, Y / Min

45
o 

140

0-500

450

Motor Feed X,Y Axes
Feed Z Axis

1900 1950

PBM-5KA

PBM-5VK

PBM-5K

ITEMS PBM-5KA PBM-5VKA PBM-5K PBM-5VK PBM-4EVS

X · Y · Z - Manual 900 x 400 x 450
X · Y · Z - Auto

Feed
430

10

140

480

Motor Z Axis motor

1500 1550
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PBM-GEVS500A

PBM-ST1200

PBM-GS300A

PBM-5VSB

Vertical & Horizontal 
Milling Machine

Vertical
Milling Machine

ITEMS PBM-GS300A PBM-GEVS500A

18 x 3 x 80
X · Y · Z - Manual 930 x 400 x 450
X · Y · Z - Auto

Feed

140

ITEMS PBM-GS300A PBM-GEVS500A

500

9

Motor

ITEMS PBM-5VSB PBM-ST1200

18 x 3 x 100
X · Y · Z - Manual
X · Y · Z - Auto

Feed

Manual
Manual

fixed

ITEMS PBM-5VSB PBM-ST1200

450

Motor

4100

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS
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SPECIFICATION
Advantages Design

is adjustable

Item / Model Unit
FP-400 FP-600 FP-800 FP-1000

400 800 1000
mm

Adjustment of ram mm 10 10 10 10
100 95 85 85
18 18

mm 505 800
mm 5 5 5 5
mm 940*850
mm 880*880 980*1000 1100*1050
mm 450*450 500*500

Main motor Kwxp
Kwxp

Motor of lubrication Kwxp

Kwxp
1 1 1

Air pressure 5 5 5 5
40,000

mm

Item / Model Unit FP-600X FP-800X FP-1000X FP-1300X FP-1600X
800 1000 1300

mm 300
Adjustment of ram mm 10 10 10 10 10

95 85 85 80
spm 18 18 18 18 18
mm 850 950 950 1100
mm
mm 880*1050 1050*1130
mm 800*880 880*1000 1040*1080 1140*1140
mm 550*550 980*800

Main motor Kw
Kw

Motor of lubrication Kw

Kw

1 1 1 1
Air pressure 5 5 5 5 5

100,000 130,000
mm

SPECIFICATION
Advantages Design

and Machine

in forging

FP-X-Hot-
Forging-Presses

Hot-Forging-Presses-FP

MACHINE SPECIFICATIONS

MACHINE SPECIFICATIONS



51SUTHONG  MACHINERY  CO., LTD.

RF-260
RF-320

DESCRIPTION RF-260 RF-320
30ton 50ton

50m/m 40m/m
Motor

Weight 500Kg 950Kg

Cutting Machine / Punching Machine

RF-550I

MODEL RF-320C RF-320I RF-380I RF-450I RF-550I RF-600I RF-750I RF-1000I
50 50 90 300 400

50 50 40 40 40
40 40 85 100

Motor Body

45 45 45 45 40 40 40 40

4
Body

Wide x
1300x1000x1950

Feeding 

Body 1000 5000 8500 14000
Feeding 3000 3000 3500 3500 4000

Feeding 

Anti Big Big Big Big Big Big Big Big

10 10 38 15 45 15 55 30 100 30
10 10 40 15 45 15 50 55 30 90 30

90 10 10 30 15 38 15 45 50 30 85 30

DESCRIPTION

Square cut• WORKING CAPACITY

Bar cut

Angle cut

Flat cut

MACHINE SPECIFICATIONS
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PYE-CNC2500

MACHINE SPECIFICATIONS

meets the most challenging modern processing
needs of a wide range of metal materials

greater stability and balance at high speeds,

capacity and high physical stability

perfect heat treatment process to eliminate
residual stress, with sufficient reinforcement
plates and three rows of supporting feet ensures

processing stability

transmission
Adopts a modular and open architecture design
with high scalability

machine tool

rigidity and higher precision

with the increased contact surface of the rail

X-axis, and ensures the high rigidity and

BT50/SK50/CAT50 Spindle
Items Unit PYE-CNC2500B PYE-CNC4500B PYE-CNC6500B
X-axis mm 4500
Y-axis mm
Z-axis mm

nose to table surface mm 130-830
mm

1400
mm

/ Mechanical

rpm 8000
/

Feedrates m/min
m/min 15

/

sec
mm 3100
mm

Machine Weight

BT40/SK40/CAT40 Spindle
Unit

X-axis mm 4500
Y-axis mm
Z-axis mm

nose to table surface mm 130-830
mm

1400
mm

/ Mechanical

rpm 10000
/

Feedrates m/min
m/min 15

/

sec
mm 3100
mm

Machine Weight
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NC Trunmulti-Spindle Combination Machining Centers

SPEC/MODEL UNIT KH-D-80 KH-D-120 KH-D-160 KH-D-200

Machining direction
Branch

Fixture

SPINDLE
mm Ø 80 Ø 150
mm 150 150 180
rpm 4000 4000 3000

m/min 1-10 1-10 1-10 1-10
type

mm 50 100 150
mm 50 150

m/min 18 15

mm 150
mm 150

m/min 18 15

40
35-50 35-50 35-50 35-50

SELECT WITH

Mode

Mitsubishi Mitsubishi Mitsubishi Mitsubishi

o o o o
x o o o

Broach x o o o
o o o o

MACHINE SPECIFICATIONS
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MODEL SERIES PDE4D SERIES
MODEL NAME PDE4D-CNC2500 PDE4D-CNC4500 PDE4D-CNC6500

Basic parameter

Unit FANUC FANUC SIEMENS FANUC SIEMENS
/ 4 Axis 4 Axis 4 Axis

mm 4500*550
1000 1000 1000

mm 4500*550
Bed /
X-axis mm 4500
Y-axis mm 550 550 550
Z-axis mm
B-Axis /

/

30 35 30 35 30 35
38 38 38

rpm 18000 18000 18000
/
/

pcs
secs

m/min
m/min
m/min
m/min 15 15 15

3 3 3

3 3 3
/ Automatic Automatic Automatic
/

Accuracy mm
mm

Mechanical mm
mm

Machine Weight 10500

TRAVEL
X-Axis
Y-Axis 550 mm
Z-Axis
B-Axis
SPINDLE

18000 rpm

TOOL MAGAZINE

OPERATION SYSTEM
Brand

PDE4D SERIES:

Machine Parameter

PDE4D-CNC2500

MACHINE SPECIFICATIONS

SAMPLES
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CNC Multi-Spindle Combination Machining Center

PROCSSING EXAMPLES

aluminum extrusion, Auto part, 
bicyclejoints

motor housings, auto parts tools, home appliance parts

Faucet
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Casting iron machine bed with strong shock
absorption capacity and high pysical stability

undergoes a perfect heat treatment process to

Siemens & Fanuc numerical control system
with high processing stability

a modular and open architecture design with high

High-precision and High-speed motorized spindle system
with B-axis rotation within ±90° meets a wide processing
range

TECHNICAL FEATURES

PDE4D-CNC6500

Machine bed

Wide range of processing option
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MILLING AND BORING MACHINES 

RESOLUTION

AXES

OPTICAL SCALES 

DIMENSION

FUNCTIONS AND FEATURES

CONNETTORE MASCHIO
MALE CONNECTOR
AUSSENGEWINDE VERBINDER
PIN TTL 422A

egnale
ignal

ablaggio
able

Kabel

egnale
ignal

ablaggio
able

Kabel
1 A-

3 B-
4
5

A A+

8 B B+
9

LINEAR SCALE




