Modular Production

Equipment
DLFn Series

DLFn DT

CUTTING CAPACITY (DT3, 7.5/11KW)

Max.O.D. cutting stock 7.5mm

Machine Madule

MODULE

Two modules can be set on
one base. You have flexible
processing on the standardized
bases.

AUTOMATIC WORK CONVEY-
ANCE

Integral Fuji Robots allow fully
automatic line configuration.
Work removal is performed

in 9.6 seconds.

Conventional Fuji line IR

_—

DLFn line | 4.5 m |

Material Cutting speed Feed speed
S45C 150 m/min 0.3 mm/rev
Max. Grooving width 1 1 mm
Material Cutting speed Feed speed
S45C 100 m/min 0.1 mm/rev
LIVE TOOL SPECIFICATION
(LIVE TOOL TURRET 0.75KW)
Drill Max. cutting dia 28
Material Cutting speed Feed speed IMPROVE PRODUCTIVITY
S45C 55 m/min 0.1 mm/rev Save the production space
) - with DLFn
Tapping Max. cutting dia M8
Material Cutting speed Feed speed
S45C 10 m/min 1.25 mm/rev
&/ MACHINE SPECIFICATION
ITEMS UNIT DT3 DT4
Max. Part size mm(inch) 2200 (97.87")
Max.Swing mmi(inch) 0310 (912.2")
Spindle diameter mm(inch) 80 (23.15") 2100 (23.94") 0120 (04.72")
Spindle nose A2-6 A2-8
Spindle bore mm(inch) 056 (92.2") 067 (02.6")
Spindle motor KW(hp) 7.5KW (10) / 11 KW (15)
Spindle speed min’! Max. 4,300 Max. 4,000 Max. 3,000
Spindle motor (global spec) KW(hp) / 11 (15) /15 (20)
Spindle speed (global spec) min! / Max. 3,600 Max. 3,000
Number of stations tools 8
Cutting tool Square Shank 025 Boring Bar 32
Cutting tool (option) Capto (type-C4)
Chuck size inch 6~8" 8~10" 8~12"
Slide stroke mm(inch) X-axis : 200 (7.87") Z-axis : 230 (9.06")
Rapid traverse m/min X-axis : 24 Z-axis : 24
Feed setup unit mmkg(ib.) X-axis : 0.001 Z-axis : 0.001

Module weight
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2,000 (4,400)

ENTIRE LINE LENGTH
REDUCED BY 50%

Production is possible in less than
half of the space required.

Watch the video
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| Horizontal CNC Lathe
TN Series

TN 400

A Manual lathe A Automatic lathe

EXELLENT THERMAL DISPLACEMENT PROPERTIES
With improvement on thermal displacement
properties-idle time, test cuts and input
compensation time are minimized.

PROCESS ENHANCEMENT

OPERATIONAL EFFICIENCY
Fuji prepares an easy intuitive
interface and promises customers
simple and efficient operation.

Optional equipment for the TN
series will improve the flexibility
of the machine and provide
customers with an optimum
production system. SMALL FOOTPRINT

TN Series improves space productivity

MACHINE SPECIFICATION with it's compact size and high rigidity.
"4

ITEMS MACHINE SPECIFICATION UNIT TN300 TN400 TN40OR
Chuck size inch 8~10 10~12
Spindle bearing I.D. mm 2100 0120
Spindle nose A2-6 A2-8
Spindle bore mm 056 067
Spindle speed min-1 Max.4000 Max.2220
Spindle motor kW 11/7.5/7.5 (15 Min/ 60Min/ Cont.) 18.5/15/15 (15 Min/ 30 Min/ Cont.)
Turret type Position 10 12
Tool type mm Square shank 025 Boring Bar @32 (Option : 040)
Details NC control : FANUC OI-TD
Slide travel Caxis mm 20 2
Z-axis mm 385 465/ 430
5 X-axis m/min 24 24
el TEaiEs Z-axis m/min 24 24
Feed setup unit X—ax!s mm 0.001 0.001
Z-axis mm 0.001 0.001
TR MEED X—ax!s kw 1.2 1.8
Z-axis kw 1.2 1.8
Power capacity KVA 22 (automatic : 29) 29 (automatic : 36)
Floor space mm x mm 1600 x 1766 (W x D) 1900 x 2001 (W x D)
Vi Center height mm 1050 1100
Machine height mm 1699 (automatic : 2578) 1827 (automatic : 2673)
Machine weight kg 2500 (automatic : 3000) 3500 (automatic : 4000)
Work length mm Max.290 Max.360
. . Tailstock travel : 155 Tailstock travel : 290
TElfiteel EfRee (o Quill travel : 180 (Option : 230) Quill travel : 180 (Option : 230)
Quill taper Rotary center MT.4 Rotary center MT.5
Model type L672H L673H L672B
Object work Work size mm ©200x80 ©200x80 2300x120
Max. load kg 5+5 5+5 10+10
Axis Servo axis 2-axis 2-axis 2-axis
Other 1-axis 1-axis 1-axis
Driving source Servo motor Servo motor Servo motor
Tarveling axis Max.speed m/min 100 100 66
: m/sec 1.66 1.66 14
Robot .
Driving source Servo motor Servo motor
Vertical axis Ve CoEes m/min 73 73 30
- SP m/sec 1.21 1.21 05
T Driving source Inverter Inverter
180° Motion sec 1.0 1.0 1.5
Stroke Traveling axis mm 2425 2425 3160
Vertical axis mm 660 660 880
Chuck stroke Diameter 025 (option : 240) 025 (option : 040) 230 (option : 850)
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